STATE PROJECT NUMBER N0, |SHEETS

NOTES: | GA. STP-164-1(30) (80 | oo
DE TA IL ED ES TIMA TE | . A EXISTING UTILITIES SHOWN ARE APPROXIMATE AND DO NOT NECESSARILY REPRESENT ALL

EXISTING UTILITIES. CONTRACTOR SHALL LOCATE ALL EXISTING UTILITIES PRIOR TO BEGINNING
WORK. DAMAGE TO EXISTING UTILITIES SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. BL OCKING DIMENSIONS
2 CONTRACTOR SHALL COORDINATE WORK WITH UTILITY COMPANY CONTRACTORS WHERE ;
RELOCATION OF EXISTING UTILITIES ARE REQUIRED. _ X A B C [ X A B C [
ITEM NUMBER DESCRIPTION UNITS QUANTITY 5 ALL WATER LINE SHALL BE MINIMUM PRESSURE CLASS 308, CEMENT MORTAR LINED, SLIP-ON 9G° BEND TEES 16" RUN
. JOINT, DUCTILE IRON PIPE PER ANSI C151/A21.51. WHERE ‘INDICATED ON THE DRAWINGS,
RESTRAINED JOINT DUCTILE IRON PIPE (PER ANSI A2L5!) AND FITTINGS (PER ANSI 16" 14" 3-g" 4’-5" 4'-3" 16" 2 3-g 3-8" 3’-8"
A21.18 & A21.53)SHALL BE USED., WELDED STEEL WATER LINE FOR BRIDGE CROSSING SHALL
BE MINIMUM SHEDULE 38, PER AWWA C-208, WITH CEMENT MORTAR LINING PER AWWA " ; r_p g I_gn ! " i_p _qt g
C-205. FIELD WELDING OF STEEL WATER LINE SHALL BE IN ACCORDANCE WITH AWWA C-286. 12 [2 26 34 34 12 10 26 29 279
EXPOSED STEEL PIPING SHALL RECEIVE A THREE-COAT ALIPHATIC POLYURETHANE ' " ' o r_pn o v " o Y b
PAINT SYSTEM. COST OF PAINTING SHALL BE INCLUDED IN THE UNIT PRICE FOR PIPE. 19 8 26 3 26 17 19 26 26 23
6/0-0708 BUTTERFLY VALVE, 12 IN EA 2 v v g - g ’ v —-pr ~qge g
’ 4 BURIED BUTTERFLY VALVES SHALL HAVE MECHANICAL JOINT CONNECTIONS, RATED FOR 150 PSI ' 8 8 20 26 20 8 19 ) ! )
SERVICE, AND SHALL BE MANUFACTURED BY DEZURIK OR APPROVED EQUAL. VALVES SHALL BE I G 20 1-19" 1-G" 5 g 20 -4 1-6"
670-1120 : WATER MAIN, 12 1IN, WELDED STEEL, SCHEDULE 30 LF 200 FITTED WITH 2* SQUARE NUT FOR BURIED SERVICE. VALYE BOXES SHALL BE CAST IRON AND
SHALL BE FITTED WITH LIDS INDICATING *WATER'. CONCRETE VALVE MORKERS SHALL BE o "
INSTALLED AT EACH VALVE LOCATION. 45° BEND JTEES 12" RUN
6/0-1120 WATER MAIN, 12 IN, SLIP JOINT DIP, CLASS 300 | LF 360 ; 16 147 g 30 g

5 TRANSITION COUPLINGS SHALL BE SUITABLE FOR CONNECTION OF DUCTILE IRON PIPE TO STEEL -

PIPE AND SHALL ACCOMMODATE LINEAR THERMAL EXPANSION OF STEEL PIPE. COUPLINGS SHALL

670-1120 WATER MAIN, 12 IN, RESTRAINED JOINT DIP, CL 300 LF 160 BE MANUFACTURED BY DRESSER, OR APPROVED EQUAL. 12 12 2-6" 2-6" 2'-6" ety 2-6" 2'-9 2’-9"
6 gg}ﬁfs LézIEC P?HE@L’?IB?!?:: ;;;%%gn AND PRESSURE TESTED AT 28@ PSI FOR TWO HOURS. PIPE AND/OR 17 8 2’6" 2'-3" 20 9" | 7 2’6" 2'-6" 23"
670-2002 VALVE MARKER EA 2 RETESTED. TEMP)EJRARY THRUS?REEé?ggIA?? v%ﬁ%%&%ﬁﬁ%urﬁ EEN%TS So?%afgﬁgigfﬁi%%n 8" 8’ 2" 1"-8" 1-8" 8" | i 20" -9 2"
500-3200 CONCRETE THRUST BLOCKING - CLASS ‘B CY 10 FAYETTE COUNTY. CONTRACTOR SHALL PROVIDE NECESSARY PIPING, HOSES. FITTINGS, ETC. A6 6" | 6 20 -3 -3 6| 8 2'-0" -4 1'-6"
REGUIRED FOR CONNECTION TO EXISTING WATER MAIN. X ,
| 22 1/2° BEND TEES 10" RUN
. BACKFILL MATERIALS SHALL BE FREE OF ROCKS, ROOTS, DEBRIS AND OTHER UNSUITABLE MATERIAL. ,
BACKFILL SHALL BE PLACED IN THE TRENCH IN LIFTS AND MECHANICALLY COMPACTED TO MEET 16" 17* 2'-6’ 2'-4" 24"
D.0.T. SUBGRADE REQUIREMENTS BENEATH ALL PAVEMENTS, SLABS AND/OR FOOTINGS. ALL
OTHER AREAS SHALL BE COMPACTED TO A MINIMUM OF 857 STANDARD PROCTOR. 12" 8’ 20" I’-9 -9
6. SEE BRIDGE PLANS FOR INSTALLATION OF WATER LINE AT BRIDGE CROSSING. 17" g g 17-G" 16" w1 D1 g 20 D1_3
81.' 6" 2/_,@» -me3n 11m3ﬂ 8:: ]@n 2/mgrr ]quu 2/,_@#
61: 6" 11_611 ]f__gu If_gu 6" 8" 2/_@:! ]I_4.'I ]1_6\1:
111/74° BEND [EES 8" RUN
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